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INSTRUCTIONS FOR SUBMISSION OF BID

I Tender should be submitted in two covers viz. separate sealed
Envelope-1 and Envelope-2 and both of these covers should be
placed in an envelope duly superscribing clearly the name of the
work “Installation of fully automatic wet riser hydrant system”.

[§9)

The full name, postal address and phone/ Fax of the Bidder shall
be written on the bottom left hand corner of each of the sealed
envelopes.

Envelope — 1 : The first cover should contain the following
documents and the cover should be superscribed with
“ENVELOPE -1 : TECHNICAL/COMMERCIAL BID”:-

a) Bid documents marked Original duly completed and signed
on every page except pries.

b) Blank Performa of Schedule of Prices (prices not to be
filled)

¢) Earnest Money Deposit (Demand Draft as prescribed)

d) Experience certificate.

e) Letter of Authority for signing and negotiation of tender (as
the case may be).

f) Permanent Account Number (PAN) issued by Income Tax
Department.

Envelope — 2 : The Second cover shall be submitted along with the following
documents and the cover should be superscribed with
“ENVELOPE -2 : PRICE BID”:-

a) Schedule of Prices duly filled in the specified form, i.e.
“Schedule of Quantities”

b)  The rates shall be written both in words and figures and
shall be submitted in the quotation format only.

c) It may please be noted that this cover should not contain
any terms & conditions. Any condition given in the price
bid (envelope — 2) will be a sufficient cause for rejection
of bid.



0.

The bids can only be submitted in the name of the bidder in whose
name the bid documents were issued.

The bid document shall be completed in all respects and shall be
submitted together with the requisite information and appendices.
They shall be complete and free from ambiguity, change or inter-
Lineation. . In  case - IWAI = </ NINI - “requires - any
information/clarification(s) from the Bidder in respect of the bid
documents, the bidder shall be required to furnish the same in
writing, to IWAI / NINI at the earliest and failure to furnish the
same shall entitle IWAI / NINI to cancel / reject the bid.

The EMD shall be retained with NINI until finalisation of tenders.
Further  security deposit as per the clause of
Terms & Condition shall be payable by the successful bidder. If
the tenderer fails to furnish the security deposit in accordance with
tender conditions the EMD shall be forfeited. In the event of the
Bidder becoming the successful Contractor, the amount of EMD
would be adjusted against the Security deposit.

The successful tenderers shall be required to execute a contract
agreement. In case of any refusal/ failure on the part of such
successful tenderer to execute such a contract, the same shall be
deemed to be a failure on the part of such successful bidder to
comply with the terms contained herein.

IWAI/NINI reserves the right to reject any or all bids without
assigning any reasons.

The tenderers who download the tender documents from our
website should submit a D.D. of Rs.- 200/- alongwith the tender
documents drawn in favor of IWAI NINI FUND payable at Patna
towards the cost of the tender documents. Tenders received
without the above mentioned D.D. is likely to be rejected.



WORK. OF INSTALLATION OF FULLY AVIOMATIC WET

RISER, HYDRANT SYSTEM.

Terms & Condition:-

2.8.01.2009

10.

The work shall be completed within 20 days from the date of issue of work
order.

No advance payment will be made. Payment will be released after satisfactory
completion of works.

An amount of Rs. 15.000/- shall be deposited in favor of IWAI — NINI fund
by Demand Draft of any Nationalised Bank or Scheduled bank of India
payable at Patna as EMD along with the quotation.

Security deposit worked out at 10 % of the contract value will be deducted
from the bill and retained for one year (the performance grantee period). No
interest will be paid on this amount. The EMD deposit may be adjusted
against the above mentioned Security Deposit.

The quotation will be valid for a period not less than 90 days after the date of
opening of quotations.

Interested firms may inspect the site i.e. NINI building at Gaighat, Patna
before submitting the quotation. All the quotations shall be addressed to the
Principal, NINI. Gaighat, Patna. Quotations will be received upto at 1500 hrs.
on@nd will be opened on the same day at the above office at 1530
hrs. by the officers of the IWAI / NINI in the presence of the representative of
tenderers who choose to attend. :

During the inspection. if inferior quality of the work/material is noticed. the
same has to be improved / replaced by the contractor on immediate basis.

The contractor shall be responsible for any fault of the installed fully
automatic Wi riser hydrant system tor at least one vear from the date of
installation.

In case of any damage / loss of the IWAI/NINI property while fitting the fully
automatic wet riser hudrant sustem. the contractor shall be responsible to
make good, the same at his cost, within such a period as may be stipulated by
the Principal. NINI, Patna.

The Authority shall have the right to reject all or any of the quotations and

will not be bound to accept the lowest or any other quotation or to give any
reason for such decision.

Principal



Installation of fully automatic wet riser hydrant system

Schedule

; Item
No.

Description of items

Qty.

Unit

Rate
Rs.

Total
Rs.

M.S. Pipe on Wall/ Ceiling/ Duct : Supplying
erecting testing and commissioning the following
sizes of M.S. Pipes heavy duty class ‘C”
confirming to ISI marked including accessories
such as tee. bends. reducers. elbows. flanges,

jointing and welding and suitable M.S. clamps as

required at site etc. Complete in the shaft for the
riser and as per site requirement including painting
two coats of post-office red paint over one coat of

| red lead primer etc complete in all respects:
L (1) 100 mm dia M.S. Pipe
(i) 80mm dia M.S. Pipe

140 mtr.
18 mtr.

Meter
Meter

Supplying. fixing testing and commissioning of
single headed external yard hydrants comprising of
G.M. flanges with inlet of 63mm single female
instantaneous outlet of gun metal complete with
black cap. chains with specials accessories as
required as per IS @ 5290 or its latest version
including heavy duty rubber gasket, necessary nuts
and bolts complete in all respect as required.

6 Nos.

Nos.

| Supplying 63mm 15 meters long flax canvas Fire

Hose Pipe with Male & Female instantaneous
couplings confirming to latest IS with ISI mark.

6 Nos.

Nos.

Supplying G.M. jet nozzle to fit Fire hose of 63mm

6 Nos.

Nos.

N

Supplying. fixing. testing & Commissioning of the
Fire Brigade inlet connection for U.G. Water tank
consisting of following :

(i) 63 mm dia GM inlet three way built in check
valve-3 Nos.

(if) Suitable MS Header with 80mm dia 3 Nipple
with flanges for 3 No. inlet connection & 100mm
dia nipple & flange for outlet connection — 1 Set

1 Nos.

Nos.

Supplying. fixing, testing & Commissioning

| CYLINDRICAL AIR VESSEL 300 mm dia 1.50

mtr long fabricated of 6mm thick M.S. plate with
dished ends with necessary AIR RELEASE
VALVE, 25MM DIA HEAVY DUTY GUN
METAL WHEEL VALVE OF LEADER MAKE,
WATER RELEASE VALVE necessary nipples.

tumon. elbows & heavy duty suitable pressure

gauge including pipes to be connected with the
main ring main/wet riser with heavy duty rubber
gasket welding nuts, bolts, flanges. MS support/
angle iron frame work & cement concrete anchor
blocks as required at site etc. complete.

2 Nos.

Nos.




Supplying. fixing, testing & commissioning of
following sizes of double flanges sluice valve of
steel/cast iron body confirming to IS 780 with brass
spindle, C.I. hand wheel etc. complete in all
respects with BRONZE /GM gate parts capable to
withstand pressure up to 7 Kg/ sq. cm

(ii1) 100 mm dia sluice valve

(iv) 80 mm dia sluice valve

4 Nos.

1 No.

Nos.
Nos.

Supplying. fixing, testing & Commissioning of wet
Riser First Aid Hose Reel full swinging type
painted with red enamel paint wall mounted fitted
with 30 meters length of 20mm dia high pressure
DUNLOP PRESSURE HOSE PIPE with gun metal
20mm screwed inter for connecting to hose reel.
valve. along with 25mm dia G.I. Pipe from a main
riser up to hose reel including gasket. flanges, nuts
and  bolts, welding as required as per IS
specifications and connecting the same with the
system (IS 884-1969 or its latest version) including
shut off nozzle.

4 Nos.

Nos.

9

Supplying, fixing & commissioning of following
sizes of double flangers C.I. Non-return valve of IS
5312 or latest version brass hinge pin. nuts, & bolts,
washers, rubber gasket insertions etc. complete.

(1) 100 mm dia non return valve

(i1) 80 mm di non return valve

2Nos.

1 Nos.

Nos.
Nos.

o

Supplying & fixing Fire Hose cabinet box made 16
gauge MS sheet including one coat of primer and
two coats of red enamel paints with 4mm thick
glass door in front painted "FIRE" in red luminous
paint. The size of the box should be 900 mm x 600
mm x 300 mm capable of accommodating a pair of
hoses with coupling nozzle & yard hydrant. The
box should be floor mounted type with locking
arrangement and leaver for opening the door after
breaking the glass.

6 Nos.

Nos.

(a) Supplying, fixing, testing & commissioning of
pressure switch IPS 100 for above fire fighting
pump including necessary size of PVC insulated
cable from control panel to pressure switch for fire
fighting pump including necessary cable gland &
cable end box on both sides making incoming out
going connection.

(b)Do— Pressure gauge

1 Nos

2 Nos..

Nos.

Nos.







